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BP-SERIES 

 

Bandpass Filter Modules HF to UHF with Surge Arrester and Level Limiter 
 

Features 

- compact and rugged design 
- effective signal suppressions 
- high linearity 
- integrated level limiter and lightning protection 
- easy mountable on N type connectors 

Applications 

- radio reception 
- radio monitoring 
- direction finding 

 

At a Glance 

Becker Nachrichtentechnik offers a versatile 
portfolio of HF to UHF bandpass filter modules. 

With the help of the filter module, unwanted out-of-
band signals such as local radio signals can be 
effectively suppressed. 

The module includes a surge arrester for lightning 
protection, a bandpass filter and a level limiter to 
protect downstream devices from overloads from 
antennas. 

Rugged Design 

The design of the filter module offers high intercept 
point properties to avoid degradation of linearity in 
signal path. The filter module has N female 
connector as input and N male connector as output. 
The filter is easily mountable on N type RF input 
connectors of devices. 

Principle Block Diagram 

 

 

Available Types 

Type P/N Pass Band Lower Stop Band Upper Stop Band 

BP-1M0_30M 1502.6311.1 1.0 MHz … 30 MHz DC … 0.8 MHz 80 MHz … 1 GHz 

BP-1M7_30M 1502.6321.1 1.7 MHz … 30 MHz DC … 1.3 MHz 80 MHz … 1 GHz 

BP-30M_87M 2302.6311.1 30 MHz … 87 MHz DC … 27 MHz 96 MHz … 1 GHz 

BP-108M_470M 2302.6331.1 108 MHz … 470 MHz DC … 100 MHz 520 MHz … 1 GHz 

BP-240M_470M 2302.6321.1 240 MHz … 470 MHz DC … 225 MHz 520 MHz … 1 GHz 
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Common Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

impedance Zin / Zout  50  Ohm  

RF connectors XRF_IN N female   

 XRF_OUT N male   

input power PRF_IN   +25 dBm  

surge arrestor voltage   90  V  

maximum DC voltage UDC   20 V  

ESD discharge 
resistor 

RESD  100  kΩ RF input 

dimensions  W x H x D approx. 38 x 26 x 133 mm including RF connectors 

weight m  170  g  

operating temp. range To +5  +45 °C  

storage temp. range Ts -40  +70 °C  

 

Appearances 

 

Side view RF_IN connector side RF_OUT connector side 
 

Mounting Example 

The band pass filters are easily mountable on the RF_IN sockets of multicouplers or switching matrices. 

 

Dimensions 
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BP-1M0_30M Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

low frequency fmin   1 MHz  

high frequency fmax 30   MHz  

insertion loss S21 -3 -1  dB f < 1.1 MHz 

 S21 -2 -0.5  dB f ≥ 1.1 MHz 

return loss S11, S22  -20 -10 dB f < 1.1 MHz 

 S11, S22  -18 -13 dB f ≥ 1.1 MHz 

2nd order intercept OIP21 +65 +77  dBm  

3rd order intercept OIP32 +27 +30  dBm f < 2.5 MHz 

 OIP32 +37 +43  dBm f ≥ 2.5 MHz 

limiter level PLIM  +18  dBm PIN = +25 dBm 

filter suppressions S21  -30 -23 dB f ≤ 800 kHz, rel. 16 MHz 

 S21  -45 -25 dB 80 MHz ≤ f < 200 MHz 

 S21  -65 -50 dB 200 MHz ≤ f ≤ 1 GHz 

ordering information BP-1M0_30M P/N: 1502.6311.1  
Note 1: measured with 2x 0 dBm at 1.1/1.6, 2.7/5.3, 4.5/8.8, 7.8/15.8, 15.9/30.0 MHz 

Note 2: measured with 2x 0 dBm ∆f 100 kHz 

S-Parameters (typical response) 
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BP-1M7_30M Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

low frequency fmin   1.7 MHz  

high frequency fmax 30   MHz  

insertion loss S21 -3 -1  dB f < 2.5 MHz 

 S21 -2 -0.5  dB f ≥ 2.5 MHz 

return loss S11, S22  -20 -10 dB f < 2.5 MHz 

 S11, S22  -18 -13 dB f ≥ 2.5 MHz 

2nd order intercept OIP21 +65 +77  dBm  

3rd order intercept OIP32 +27 +30  dBm f < 5 MHz 

 OIP32 +37 +43  dBm f ≥ 5 MHz 

limiter level PLIM  +18  dBm PIN = +25 dBm 

filter suppressions S21  -30 -20 dB f ≤ 1.3 MHz 

 S21  -45 -25 dB 80 MHz ≤ f < 200 MHz 

 S21  -60 -45 dB 200 MHz ≤ f ≤ 1 GHz 

ordering information BP-1M7_30M P/N: 1502.6321.1  
Note 1: measured with 2x 0 dBm at 1.7/4.3, 2.7/5.3, 4.5/8.8, 7.8/15.8, 15.9/30.0 MHz 

Note 2: measured with 2x 0 dBm ∆f 100 kHz 

S-Parameters (typical response) 
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BP-30M_87M Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

low frequency fmin   30 MHz  

high frequency fmax 87   MHz  

insertion loss S21 -3 -1  dB f < 35 MHz 

 S21 -2 -0.5  dB 35 MHz ≤ f ≤ 82 MHz 

 S21 -3 -1  dB f > 82 MHz 

return loss S11, S22  -12 -8 dB  

3rd order intercept OIP31 +37 +43  dBm  

limiter level PLIM  +18  dBm PIN = +25 dBm 

filter suppressions S21  -30 -23 dB f < 1.6 MHz 

 S21  -23 -18 dB 1.6 ≤ MHz < 20 MHz 

 S21  -20 -13 dB 20 MHz ≤ f ≤ 27 MHz 

 S21  -45 -25 dB 96 MHz ≤ f ≤ 1 GHz 

ordering information BP-30M_87M P/N: 2302.6311.1  
Note 1: measured with 2x 0 dBm ∆f 1 MHz 

S-Parameters (typical response) 
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BP-108M_470M Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

low frequency fmin   108 MHz  

high frequency fmax 470   MHz  

insertion loss S21 -3 -1  dB f < 120 MHz 

 S21 -2 -0.5  dB 120 MHz ≤ f ≤ 450 MHz 

 S21 -3 -1  dB f > 450 MHz 

return loss S11, S22  -13 -8 dB  

3rd order intercept OIP31 +37 +43  dBm  

limiter level PLIM  +19  dBm PIN = +25 dBm 

filter suppressions S21  -50 -30 dB f < 2 MHz 

 S21  -30 -20 dB 2 MHz ≤ f < 10 MHz 

 S21  -15 -9 dB 10 MHz ≤ f ≤ 100 MHz 

 S21  -30 -20 dB 520 MHz ≤ f ≤ 1 GHz 

ordering information BP-108M_470M P/N: 2302.6331.1  
Note 1: measured with 2x 0 dBm ∆f 1 MHz 

S-Parameters (typical response) 
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BP-240M_470M Specification 

Parameter Symbol Min. Typ. Max. Unit Condition 

low frequency fmin   240 MHz  

high frequency fmax 470   MHz  

insertion loss S21 -3 -1.5  dB f < 250 MHz 

 S21 -2 -1  dB 250 MHz ≤ f ≤ 450 MHz 

 S21 -3 -1.5  dB f > 450 MHz 

return loss S11, S22  -13 -8 dB  

3rd order intercept OIP31 +37 +43  dBm  

limiter level PLIM  +19  dBm PIN = +25 dBm 

filter suppressions S21  -60 -40 dB f < 2 MHz 

 S21  -45 -30 dB 2 MHz ≤ f < 10 MHz 

 S21  -27 -20 dB 10 MHz ≤ f ≤ 225 MHz 

 S21  -30 -20 dB 520 MHz ≤ f ≤ 1 GHz 

ordering information BP-240M_470M P/N: 2302.6321.1  
Note 1: measured with 2x 0 dBm ∆f 1 MHz 

S-Parameters (typical response) 

 
 

 
 

  



BP-SERIES 

 

 

Becker Nachrichtentechnik GmbH   ■   Kapellenweg 3   ■   53567 Asbach - Germany   ■   www.becker-rf.com 

 Quality Made in Germany Subject to change in specification and design without notice. 
released version 1.10 – May 2023  

RoHS compliant in accordance with 
EU Directive 2015/863 

 

Related Products 

Product P/N Description 

WSDU-1X8R 1107.6102.X High-Dynamic 8-Way Signal Distribution Unit, 
100 kHz … 4000 MHz 

WSDU-2X4R 1107.6202.X High Dynamic 2 Section 4 Way Multicoupler, 
100 kHz … 4000 MHz 

RSWM-4X4R 1205.4102.2 Wideband Non-Blocking 4X4 Switching Matrix, 
100 kHz … 4000 MHz 

RSWM-4X8R 2103.4302.1 Wideband Non-Blocking 4X8 Switching Matrix, 
100 kHz … 4000 MHz 

RSWM-8X8R 2103.4502.1 Wideband Non-Blocking 8X8 Switching Matrix, 
100 kHz … 4000 MHz 

  


